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ABOUT US 
We run our company since 2014. From the
very beginning we wanted to create
innovative products and so we developed and
patented our diffusers which are based on
modern microbubble technology. Every
diffuser is produced according to the highest
quality standards. 
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OXYPRAX™ is a patented, micro bubble, linear diffuser made 
of EPDMX rubber hose. This product is intended for use with pressurized
gas like oxygen. Every OXYPRAX™ has about 120.000 micro-perforations per 100 cm length. Holes
are so small that it is really hard to see them with the naked eye. Hose construction of OXYPRAX™
let to obtain bigger performance and universality of the diffuser. OXYPRAX™ can be produced in
pieces not longer than 200cm. This product can work in any kind of water, with very high efficiency.
Every OXYPRAX™has two non-perforated ends (3cm on both sides) which help to install any kind of
connectors without open perforations in these places. Every new diffuser needs a few hours of
soaking in water before it began micro bubble work. It is used in fresh and saltwater fish farming,
transportation and industrial applications.

Material: EPDMX.
Diameters id/od: 12mm/19mm.
Weight/m: 210g.
Perforations: 120 000/m.
Working pressure: 1 bar.
Maximal length: 200cm.
Minimal length: 20cm.
Resistant: ozone, atmospheric factors,
salt water, sewage.
Suitable for: oxygen, ozone, CO2.
Bubble size: <0,5mm.
Efficiency: > 50% (oxygen).
In offer dedicated fittings.
Operating temperature: up to +130°C.
Displacement/m: 85g.
Suggested gas flow: 2 lpm / 100cm.

Technical data:

OXYPRAX



Technical data:

AIRPRAX
                                                                   AIRPRAX™  is  a  patented,    micro bubble,    linear
                                                     diffuser made of EPDMX rubber hose. This product is
intended for use with air pumps and compressors. The Standard inner diameter is 12mm, outer
19mm. Every AIRPRAX™ has about 60.000 small perforations per 100 cm length. Hose construction
of AIRPRAX™ let to obtain bigger performance and universality of the diffuser. We can produce it
in two options, 50meters rolls or in pieces up to 200cm (with two non-perforated margins). This
product can work in any kind of water, with very high efficiency. Every new diffuser needs a few
hours of soaking in water before it began micro bubble work. It is used in fresh and saltwater fish
farming and wastewater treatment plants.

Material: EPDMX.
Diameters id/od: 12mm/19mm.
Weight/m: 210g.
Perforations: 60 000/m.
Working pressure: 0,35 bar.
Maximal length: piece with margins
200cm or 50m roll.
Minimal length: 20cm.
Resistant: ozone, atmospheric factors,
salt water, sewage.
Suitable for: air.
Bubble size: <0,5mm.
Efficiency: > 25% (SOTE).
In offer dedicated fittings.
Operating temperature: up to +130°C.
Displacement/m: 85g.
Suggested gas flow: 2,5 lpm / 100cm.
Air source: piston pump, rotary pump,
Root's pump.



www .bubb le tech .eu

AIRPRAX / OXYPRAX

RODS
Ready to use diffuser with inlet
connector.
Weighted with stainless steel rod.
Self sinking.
Inlet diameter: 6, 8, 10mm
Weight/m (light version): 330g 
Weight/m (heavy version): 800g 
Stainless steel clamp.
Plastic or stainless steel plug.
Maximal length 300cm.
Easy installation.

Technical data:



AIRPRAX 
LONG LINES 
Technical data:

Ready to use diffuser with inlet
connector.
Weighted with stainless steel line.
Self sinking.
Inlet diameter: 12mm
Weight/m: 320g. 
Available without connectors.
Stainless steel clamps.
Plastic or stainless steel plug.
Maximal length 25m.
Minimal length 3m.
Easy installation.



STANDARD FRAME
Steel: AISI304 / AISI316.
Dimensions: from 50x50cm to
100x205cm.
Varius number of hoses.
Inlet connection: 3/8 BSP inside
thread.
Frame made of stainless steel
angle.
Stainless steel clamps.
In option middle bar to keep
distances between diffusers.
Electrochemical galvanization.

Technical data:



PREMIUM FRAME
Technical data:

Steel: AISI304 / AISI316.
Dimensions: from 50x50cm to
100x205cm.
Varius number of hoses.
Inlet connection: 3/8 BSP inside thread.
All frame is made of stainless steel
square pipe.
All corners rounded.
Stainless steel clamps.
Additional weighting option with sand.
In option middle bar to keep distances
between diffusers.
Electrochemical galvanization.



SAM 
Technical data:

25 meters of diffuser 
Steel: AISI304 / AISI316.
Outer diameter 120cm.
Height with legs 30cm.
Weight with diffuser 13,5kg
Gas inlet 3/8".
Easy installation.

Spiral Aeration Module



Modular Aeration Frame
MAF

Can be easily transported e.g. in the form
of a courier package.
Optional legs to keep distance from the
bottom.
Steel: AISI304 / AISI316.
Dimensions: from 120x120cm to
300x300cm.
Varius number of hoses.
Inlet connection: 1/2" BSP inside thread.
All corners rounded.
Stainless steel clamps.
Additional weighting option with sand.
Electrochemical galvanization.
All frame is made of stainless steel square
pipe.



Allow to connect gas inlet of many
diffusers.
Made of square pipe 25x25mm with
2mm thin wall.
Gas inlet: inside thread 3/8" or 1/2" BSP.
For diffusers 12mm inner diameter.
Steel: AISI304 / AISI316.
Electrochemical galvanization.
From 2 to 60 diffusers.
Available custom sizes and shapes.

MANIFOLDS



CUSTOM
SOLUTIONS
Because of the high universality of our diffusers, we can
install them in many different technological solutions. 
We are glad to undertake unusual tasks to meet the
expectations of our customers.



THANK YOU, AND WE LOOK
FORWARD TO WORKING
WITH YOU.

ADDRESS:
Trojanów 20A
08-455 Trojanów
Mazowieckie region
Poland

CONTACT:
e-mail: office@bubbletech.eu
phone: +48 666 500 565
www.bubbletech.eu
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! ! !  ASK FOR FREE SAMPLES OF OUR DIFFUSERS ! ! !


